


Housing

+ Die cast aluminum fixture housing is 20” diameter with integral tool-less push
latch sealing mechanism. Fixture housing encloses the lamp and Vision™
reflector components exclusively. Ballast assembly is conveniently located in
the Aria mounting arm.

Door Frame & Lens

+ Die cast aluminum door frame incorporates two (2) one (1) piece silicone channel
gaskets to seal the housing and arm completely. Opening the hinged door frame
allows for direct access to the lamp, ballast and reflector. The door frame includes
an aircraft cable support to hold it securely while servicing the fixture.

* Lens is clear tempered flat glass; fully gasketed with one piece extruded silicone
gasket for complete weather and insect protection.

Ballast Assembly

* Modular ballast is mounted to a heavy duty hinge assembly allowing for easy
access and tool-less removal. Quick disconnect(s) supplied for incoming power;
and to the lamp for ease of installation and maintenance. HID ballasts are CWA
or HPF regulating auto transformers rated at -20 degrees Fahrenheit.

+ Available in Pulse Start Metal Halide, Metal Halide, High Pressure Sodium,
LED, and Induction.

Optical System

» Patented Vision™ series high performance, multi-faceted, segmented, 95%
reflectance, anodized aluminum reflectors.

« Vertical lamp reflectors available in four distribution patterns (2, 3, 4, & 5).

* Horizontal lamp reflectors available in six (6) distribution types (2, 3, 4, 5, plus
2 & 3 Roadway).

« All reflectors are Field rotatable in 90° increments if applicable.

Isolux Curves

Quali-Guard® Finish

* Fixture components are chemically pretreated through a multiple stage washer and
finished with an electrostatically applied, thermoset polyester powder coat textured
paint with a 3 to 5 mils thickness. Finish is oven baked at 400 degrees Fahrenheit for
maximum adherence and finish hardness.

* Available in standard and custom colors.

« Finish is guaranteed for two (2) years.

Mounting

* Post Top Mount: The cast aluminum post top mount fitter houses the ballast assembly.
The contractor friendly mounting hardware is concealed inside the post-top fitter;
which slips over 3” O.D. x 4” tall tenon with a special threaded mounting plate and is
secured by a high-strength bolt.

» Arm Mount: The fixture mounts directly to the pole by means of 3 stainless mounting
bolts attaching to an in-pole nut plate; to insure level installation.

* A Round Pole Plate Adaptor (RPP-4/5) is required for mounting to 3”-5” Round
Poles.

Options

* Twistlock Photo Cell and Receptacle
* Button Type Photocell

» Round Pole Adaptor

* Painted Bars for Post Top Mount

« Fusing
« Acrylic or Glass Tear Drop Lens
* Internal Light Trespass Eliminator

Listings

*Aria is °»vListed, suitable for wet locations.

+ Dark Sky Friendly® certified by the International Dark Sky Association.
+ |P65 Pending

ARI-1 ARI-1 ARI-1
Type V 200w PS Type V 125w LED Type Il Roadway
20ft Mounting 25ft Mounting 150w HPS
Height Height 30ft Mounting
Height
A B CD|rootcandle Key: A—B-CD Foot Candle Key: ABC—D-E
A=2,B=1,C=25, A=1,B=5,C=.2, Foot Candle Key:
D=.2,E=.1 D=1 A=2,B=1,C=.5,
E D=.2,E=.1
1 Block = 20 ft. 1 Block = 25 ft.
1 Block = 30 ft.

Nut Plate Assembly

EPA Data

Round Pole Plate Adaptor rep4s)

Post Top Tenon Fitter

Fixture with

Arm |
ARI-1 1.2 2.2 2.5 2.7 2.6 2.7
ARI-1-PT 1.8 3.6 3.6 5.3 5.3 5.3
ARI-2 1.7 3.2 3.5 4.2 4.1 4.2
ARI-2-PT 2.3 4.6 4.6 6.8 6.8 6.8






